
Stocking Profiles And Materials
Manufacturer Finish Warranty

Profile
26Ga PBR 
Panel***

26ga Ag 
Panel (low 
Profile)***

29ga Ag 
Panel (low 

profile)

24ga 
PBR 

Panel 
***

24ga 1" 
Snaplock 

***

26ga 1" 
Snaplock  

   
(w/Striati

ons)

24ga 2" 
Mechanical 

lock***

1-3/4" 
Snaplock 

***

Berridge 
Zee-Lock 

***

5v Crimp 
24ga & 26ga

Corrugated
 26ga

7" Seamless 
Box Gutter - 

26ga

7" Seamless 
Box Gutter - 

24ga

Panel Coverage 36" 36" 36" 36" 16" 16" 16"/18" 16"/18" 16" 24" 32" 7" 7"

Hidden or Exposed Fastener E E E E H H H H H E E

Colors
Galvaloom United/Sheff/Drexel Galvaloom 35-45 year Lim. * * * * * * SO/* SO/* X * * * *

Polar White United Steel SMP 45 year Lim. * * * * L * SO SO X X * * SO
Light Stone United Steel SMP 45 year Lim. * * * X X SO x x X X * SO X
Saddle Tan United Steel SMP 45 year Lim. * * L X X SO X X X X * SO X

Burnished Slate United Steel SMP 45 year Lim. * * * L L * SO SO X X * SO SO
Koko Brown United Steel SMP 45 year Lim. * * * X X SO X X X X * SO X

Black United Steel SMP 45 year Lim. * * * X X SO X X X X * SO X
Matte Black United Steel SMP 45 year Lim. * * L L L * SO SO X X * SO SO

Ash Gray United Steel SMP 45 year Lim. * * L X X SO X X X X * SO X
Charcoal Gray United Steel SMP 45 year Lim. * * L X X * SO SO X X * SO X

Rustic Red United Steel SMP 45 year Lim. * * L X X SO X X X X * SO X
Evergreen United Steel SMP 45 year Lim. * * L X X SO X X X X * SO X

Hawaiian Blue United Steel SMP 45 year Lim. * * L X X SO X X X X * SO X
Copper Metalic United Steel SMP 45 year Lim. * * L X X SO X X X X * SO X

Regal White Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *
Dove Gray Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *
Slate Gray Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *

Charcoal Gray Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *
Medium Bronze Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *

Dark Bronze Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *
Matte Black Sheffield Metals Kynar 40 year Lim. X X X L * X SO SO X X * X *

Almond Berridge Metals Kynar 40 year Lim. X X X L X X X X * X X X X
Medium Bronze Berridge Metals Kynar 40 year Lim. X X X L X X X X * X X X X

Dark Bronze Berridge Metals Kynar 40 year Lim. X X X L X X X X * X X X X
Charcoal Gray Berridge Metals Kynar 40 year Lim. X X X L X X X X * X X X X

Zinc Gray Berridge Metals Kynar 40 year Lim. X X X L X X X X * X X X X
Matte Black Berridge Metals Kynar 40 year Lim. X X X L X X X X * X X X X
16oz Copper X X X L X X X X * X X X X

*** panel testing available for Fortified Applications pending evaluator approvals
* Stock Metal - Current Inventory Amount Upon Request
SO -  Special order available
L - Limited Availibility of Quantity or Other Issue
x - Not Available

Profile

Disclaimer: This is our list of intended stock items. Stock metal means that we intend to carry and restock these colors for the panel with these paint systems. There is no guarantee that we will have this metal in any quantity and on any timeline. Delays in shipping, machining, or scheduling must be accounted for by the 
contractor/buyer and no refunds or credit will be given for lost days, inconvenience, or any sort of contractor labor costs for time . The best way to ensure accurate timelines if to pay for your metal order in full sooner and schedule thereafter according to current availability wach time an order is placesd. Any Metal Not on this Specific 
list as stock will be Special Order, which mean it will have dedicated frieght charges, minimum additional metal will to be order for machining waste and overages and must be paid in full prior to ordering. Special order Colors Listed on Color Charts May Require minimum Metal Ordred Additional Metal needed to complete. A special 
order job will come at full cost and new frieght charges so additional metal is strongly encouraged. Metal Hero will not be responsible for Takeoff values or estimating, and all profiles, quantities, and suggestions for install procedure and scheduling must be confirmed by contractor. All quantities of metals must be confirmed by 
contractor prior to production in writing with proper detailed trim drawing and panel lengths provided by contractor before any production or scheduling may take place. Oil canning is not a cause for rejection of panels or nonpayment. Striations are encouraged to reduce oil canning but there is no guarantee of oil canning for any metal 
produced by metal hero and we strongly encourage buyer to discuss oil canning and striations prior to ordering. Galvaloom is a cost effected metal roofing finish that is long lasting in function but is expected to have nonconforming panels, even when new, and may continue discoleration within a roof system that may leave a less than 
appealing look, but is the nature of the finish. If a consistent finish is mandatory for the roofing panels purchased, please consider our panted systems. Please see the warranty terms and coverages for more information as the steel manufacturer and coaster are the responsibility for concerns of finish and warranty. Metal Hero is 
responsible on for fabrication of Metal Goods. 



Koko Brown CRINKLE
SR .33   SRI 34

Burnished Slate CRINKLE
SR .30   SRI 31

Acrylic GALVALUME®
N/A

Light Stone
SR .56   SRI 65

Burnished Slate
SR .34   SRI 35

Charcoal Blue Gray
SR .29   SRI 29

Berry
SR .29   SRI 29

Rustic Red CRINKLE
SR .32   SRI 33

STANDARD COLOR OFFERINGS

Artic White
SR .69   SRI 84

Polar White
SR .64   SRI 77

Bone White
SR .61   SRI 72

Ivory
SR .69   SRI 84

Saddle Tan
SR .47   SRI 53

Desert Sand
SR .42   SRI 47

Taupe
SR .38   SRI 41

Buckskin
SR .33   SRI 34

Antique Bronze
SR .24   SRI 22

Light Brown
SR .38   SRI 41

Koko Brown
SR .35   SRI 37

Brown
SR .33   SRI 34

Ash Gray
SR .46   SRI 52

Old Town Gray
SR .41   SRI 45

Charcoal Gray
SR .37   SRI 31

Charcoal Gray II
SR .35   SRI 37

Rustic Red
SR .36   SRI 38

Rural Red
SR .34   SRI 35

Dark Red
SR .36   SRI 39

Crimson Red
SR .31   SRI 31

Evergreen
SR .35   SRI 37

Ivy Green
 SR .28   SRI 27

Fern Green
 SR .29   SRI 29

Colony Green
SR .28   SRI 27

Gallery Blue
SR .26   SRI 24

Copper Metallic
SR .51   SRI 58

Charcoal Gray CRINKLE
SR .33   SRI 35

Black CRINKLE
SR .29   SRI 29

Evergreen CRINKLE
SR .33   SRI 35

> Final color selection  
 should be made from  
 actual color chips.

> For the most current  
 information, visit
 unitedsteelsupply.com

> A 40-Year limited paint  
 warranty is available  
 for all colors upon   
 written request. Please  
 inquire. (Outside the  
 continental United   
 States. please inquire).

> Solar Reflectivity (SR):  
 Solar reflectivity or   
 reflectance is the   
 measure of a materials  
 ability to reflect solar  
 energy or sunlight   
 from its surface. SR   
 values are numbered  
 0 to 1.0. A value of 0  
 indicates that the   
 surface absorbs all   
 solar energy and a   
 alue of 1.0 indicates   
 total reflectance.   
 ENERGY STAR   
 requires an SR value  
 of 0.25 or higher for  
 steep slope roofing   
 (above 2:12) and an SR  
 value of 0.65 or higher  
 for low slope roofing  
 (2:12 or less). For more  
 information, please   
 visit energystar.gov.

> Solar Refectance  
 Index (SRI): The SRI is  
 used to determine   
 compliance with LEED  
 requirements and is  
 calculated according to  
 ASTM E 1980 using   
 values for reflectance  
 and emissivity. To meet  
 LEED requirements, a  
 roofing material must  
 have an SRI of 29 or  
 greater for steep slope  
 roofing and an SRI   
 value of 78 or higher  
 for low slope roofing.  
 For more information,  
 visit usgbc.org.

STEEL PRODUCTS 
FOR THE METAL 
ROOFING AND METAL 
BUILDING INDUSTRY

Black
SR .31   SRI 31

Hawaiian Blue
SR .31   SRI 31

PROUDLY FINISHED WITH



Color Name
29ga 40.8750
GR80 AZ50

26ga 41.5625
GR80 AZ50

26ga 41.5625
GR50 AZ50

26ga 20-20.5
GR50 AZ50

26ga 43.0000
GR80 AZ50

Acrylic GALVALUME®     

Antique Bronze     

Artic White    ◯ 

Ash Gray    ◯ 

Burnished Slate    ◯ 

Berry    ◯ 

Black    ◯ 

Bone White    ◯ 

Brown    ◯ 

Buckskin     

Charcoal Gray    ◯ 

Charcoal Gray II    ◯ 

Charcoal Blue Gray    ◯ 

Colony Green    ◯ 

Copper Metallic    ◯ 

Crimson Red    ◯ 

Dark Red     

Desert Sand    ◯ 

Evergreen    ◯ 

Fern Green    ◯ 

Gallery Blue    ◯ 

Haw Blue    ◯ 

Ivory    ◯ 

Ivy Green    ◯ 

Koko Brown    ◯ 

Light Brown    ◯ 

Light Stone    ◯ 

Old Town Gray    ◯ 

Polar White    ◯ 

Rural Red    ◯ 

Rustic Red    ◯ 

Saddle Tan    ◯ 

Taupe    ◯ 

Black CRINKLE    ◯ 

Burnished Slate CRINKLE    ◯ 

Charcoal Gray CRINKLE    ◯ 

Evergreen CRINKLE    ◯ 

Koko Brown CRINKLE    ◯ 

Rustic Red CRINKLE    ◯ 

 = Stock Color/Width      ◯ = Stock Color, 1-3 day slitting lead time       = Paint-to-order, minimum required

Standard Color O!erings

United Steel Supply | April 2020



Environmentally Smart Colors —Designed Energy Ef!cient

Metallic Colors Non-Painted

✱  Available at a slight price premium.  ✚  Available in 26ga SMP ✱  Also available in Robust.

Colors shown are matched as accurately as possible, but may vary slightly from !nished product. These rich and vibrant colors are produced with either Kynar 500® or Hylar 5000® resins, 
which provide superior color retention and allow Shef!eld Metals to offer non-prorated coating warranties for most applications. Coating warranty varies for Regal Red, Matte Black, Copper, 
Champagne, Silver, and Pre-Weathered Galvalume. Steelscape’s Vintage carries a 20 year Finish Warranty. Please contact your representative for more information.

Weathered Colors

TERRA COTTA AGED COPPER SOLAR WHITE ✚ SANDSTONE ✚

SIERRA TAN ✚COLONIAL RED ✚ PATINA GREEN REGAL WHITE ✚ ASH GRAY ✚

MEDIUM BRONZE ✚ REGAL RED ✱ HEMLOCK GREEN ✱ STONE WHITE DOVE GRAY

MANSARD BROWN ✚BURGUNDY ✱ HARTFORD GREEN ✱ ✚ SLATE BLUE SLATE GRAY ✚

DARK BRONZE ✚MATTE BLACK ✚ EVERGREEN ✚ REGAL BLUE ✱ ✚ CHARCOAL GRAY ✚

SILVER ✱ COPPER ✱ CHAMPAGNE ✱ PRE-WEATHERED ✱
GALVALUME®

ACRYLIC COATED
GALVALUME®

GALV-TENTM RAW ✱ COPPER-TENTM RAW ✱ COR-TEN AZP® RAW ✱

SURREY BEIGE

VINTAGE®

CLEVELAND: 800.283.5262
ATLANTA: 800.929.9359

DALLAS: 877.853.4904
DENVER: 877.375.1477

SAN JOSE: 408.916.3262
www.sheffieldmetals.com



GALVALUME ALUMINUM

LEED 
2009

LEED 
2013 ISR EMI 3 Yr. SRI

24
ga.

24
ga.

24
ga.

.032
nom.

.032
nom.

.040
nom. 

.050
nom.

40.375" 44.375" 48.375" 40.500" 48.000" 48.000" 48.000”
Aged Copper ★ L L 0.47 0.85 0.46 53 ● ● ● ●
Ash Gray ✚ ★ L L 0.39 0.84 0.39 41 ● ● ● ●
Burgundy ★ 0.25 0.85 0.23 23 ● ●
Champagne Metallic ★ L 0.37 0.80 0.35 37 ● ●
Charcoal Gray ✚ ★ 0.29 0.84 0.28 28 ● ● ● ●
Colonial Red ✚ ★ L 0.30 0.85 0.29 30 ● ● ● ● ● ●
Copper Metallic ★ L L 0.49 0.86 0.47 56 ● ● ● ●
Dark Bronze ✚ ★ 0.26 0.84 0.25 24 ● ● ● ● ● ● ●
Dove Gray ★ L 0.49 0.86 N/A 56 ● ● ● ●
Evergreen ✚ ★ 0.27 0.86 0.26 26 ● ● ● ● ● ●
Hartford Green ✚ ★ 0.26 0.85 0.25 24 ● ● ● ●
Hemlock Green ★ L 0.29 0.86 0.29 29 ● ●
Mansard Brown ✚ ★ 0.27 0.86 0.25 26 ● ● ● ●
Matte Black ✚ ★ 0.29 0.83 0.27 27 ● ● ●
Medium Bronze ✚ ★ L 0.30 0.87 0.28 31 ● ● ● ● ● ● ●
Patina Green ★ 0.28 0.87 0.28 28 ● ●
Pre-weathered Galvalume® ★ 0.30 0.79 0.28 27 ● ● ● ●
Regal Blue ✚ ★ 0.26 0.85 0.25 24 ● ●
Regal Red ✚ ★ L 0.42 0.83 0.41 45 ● ●
Regal White ✚ ★ L 0.67 0.86 0.67 81 ● ● ● ● ● ● ●
Sandstone ✚ ★ L L 0.54 0.86 0.53 63 ● ● ● ● ● ● ●
Sierra Tan ✚ ★ L 0.35 0.86 0.34 37 ● ● ● ● ● ● ●
Silver Metallic ★ L L 0.59 0.79 0.60 67 ● ● ● ● ● ●
Slate Blue ★ 0.29 0.85 0.28 28 ● ●
Slate Gray ✚ ★ L 0.33 0.84 0.33 33 ● ● ● ● ● ● ●
Solar White ★ L L 0.68 0.85 0.66 82 ● ● ● ● ● ●
Stone White ★ L 0.60 0.86 0.56 71 ● ● ●
Surrey Beige ★ L 0.42 0.85 0.41 46 ● ●
Terra Cotta ★ L 0.35 0.86 0.35 37 ● ● ● ● ●
Acrylic Coated Galvalume® ★ L L 0.67 0.14 0.55 56 ● ●
Cor-Ten AZP® Raw 0.32 0.89 N/A 34 ● ●
Copper-Ten™ Raw 0.45 0.88 N/A 51 ● ●
Galv-Ten™ Raw 0.49 0.84 N/A 55 ● ●
Vintage® 0.30 0.70 0.27 22 ● ●
Custom Colors ▲ ▲ ▲ ▲ ▲ ▲ ▲

Stock Availability
Matrix

Notes:
• All of Shef!eld’s CoolR® metal is painted with a .20 mil primer and .70 - .90 mil Top Coat of 70% Kynar 500® PVDF resin-based
 coating or Hylar 5000®. The reverse side has a .20 primer and .30 - .40 backer coating.
• 22 gauge steel available in 44.375” and 48.375” widths upon request.
• For low slope roo!ng to meet Energy Star requirements, the ISR must be ≥ 0.65. After 3 years, the solar re#ectance must be ≥ 0.50.
• For steep slope roo!ng to meet Energy Star requirements, the ISR must be ≥ 0.25. After 3 years, the solar re#ectance must be ≥ 0.15.
• For low slope roo!ng to meet LEED 2013 requirements, the SRI must be ≥ 82.
• For steep slope roo!ng to meet LEED 2013 requirements, the SRI must be ≥ 39.
• Low slope is de!ned as ≤ 2:12. ISR ≤ 0.65. After 3 years, the solar re#ectance must be ≤ 0.50.
• Steep slope is de!ned as > 2:12. ISR ≤ 0.25. After 3 years, the solar re#ectance must be ≤ 0.15.

Key:
●	 = Stocked Item

▲	 = Available on Custom Order Basis

★	 = Energy Star Compliant
 L	 = LEED Compliant
ISR	= Initial Solar Re#ectance
EMI	= Emissivity
SRI	= Solar Re#ectance Index

✚	 = Sil Poly/XL 26 ga - Inquiry available widths

Oil canning is an aesthetic issue and is an inherent part of light gauge cold formed metal products. By using coil that has been processed properly, designing for thermal movement, following 
stringent speci!cations for installation and proper handling most oil canning can be eliminated. Oil canning is not grounds for coil/panel rejection.

Galvalume® is a registered trademark of BIEC International Inc.  l  Hylar 5000® is a registered trademark of Solvay Solexis, Inc.  l  Kynar 500® is a registered trademark belonging to Arkema Inc.

Cor-Ten AZP® is a registered trademark and the USS in Circle, Weathered Metal SeriesTM, Galv-TenTM, and Copper-TenTM are trademarks of United States Steel Corporation. All trademarks are 
used under license of the United States Steel Corporation.

Featuring:

Steel

TM



Matte BlackZinc GreyCityscapeHartford Green Charcoal Grey

Teal Green EvergreenHemlock Green Forest GreenPatina Green

Zinc-Cote™ Preweathered
Galvalume®

Lead-Cote™

Award Blue Copper-Cote™ Antique
Copper-Cote

ChampagneNatural White

Bristol BlueColonial Red BurgundyDeep Red Royal Blue

Premium Colors

Print Pattern Finishes

Acrylic-Coated
Galvalume®

Premium colors require a nominal surcharge.

Consult BMC on print pattern pricing and availability. 

Metallic Colors

Standard Colors

Metallic colors are premium finishes which require a nominal surcharge.

Natural Metal Finish
Acrylic-Coated Galvalume® 
is a coated sheet product 
that combines the corrosion 
resistance of Galvalume® steel  
sheet with a clear, organic resin 
applied to the top side and bottom 
side of Galvalume® substrate.

Shasta White Parchment Almond Sierra Tan Buckskin

Aged Bronze Dark BronzeCopper Brown Terra-CottaMedium Bronze

Please consult the BMC Technical department at Technical@Berridge.com for LEED compliance information.
Due to limitations in the printing process, please request actual color chips for accurate color viewing. 

(800) 669-0009
www.Berridge.com

Boston CherryHoney WalnutWalnutCOR-TEN AZP® Raw Rosewood



BMC SAN ANTONIO 
6515 Fratt Rd.
San Antonio, TX 78218
(210) 650-3050
Fax (210) 650-0379

BMC PHOENIX
5717 W. Washington St.
Phoenix, AZ 85043
(602) 385-1237
Fax (210) 650-0379

BMC HOUSTON
1720 Maury St.
Houston, TX 77026
(713) 223-4971
Fax (210) 650-0379

BMC ATLANTA
319 Lee Industrial Blvd. 
Austell, GA 30168
(770) 941-5141
Fax (210) 650-0379

BMC DALLAS
2015 California Crossing 
Dallas, TX 75220
(972) 506-8496
Fax (210) 650-0379

BMC OKLAHOMA CITY
1400 Exchange Ave.
Oklahoma City, OK 73108
(405) 248-7404
Fax (210) 650-0379

BMC DENVER
7505 E. 41st Ave.
Denver, CO 80216
(303) 322-3703
Fax (210) 650-0379

BMC KANSAS CITY
1235 Southwest Blvd.
Kansas City, KS 66103
(913) 227-0855
Fax (210) 650-0379

BMC CHICAGO
1175 Carolina Dr.
W. Chicago, IL 60185
(630) 231-7495
Fax (210) 650-0379

BERRIDGE CALIFORNIA SALES 
CORPORATION***
8442 Sultana Ave.
Fontana, CA 92335
(562) 402-2081
Fax (210) 650-0379

BERRIDGE FLORIDA SALES 
CORPORATION***
8802 Venture Cove  
Tampa, FL 33637
(813) 335-4505
Fax (210) 650-0379

BERRIDGE STOCK AVAILABILITY AND COLOR DETAILS

Testing results for Kynar 500® or Hylar 5000® 
PVDF Resin-Based Color Finishes coil coating 
applications:

 � Specular Gloss: (ASTM D-523) Low and medium gloss only
 � Color Uniformity: (ASTM D-2244) Color controlled both 
instrumentally and visually
 � Dry Film Thickness: (ASTM D-7091, ASTM D-1005, NCCA 11-13, 
11-14, 11-15) Primer 0.20 ± 0.05 mil, topcoat 0.75 ± 0.05 mil
 � Hardness: (ASTM D-3363, NCCA 11-12, Eagle Turquoise 
Pencils) HB Minimum
 � Adhesion (X-Cut): (ASTM D-3359) No adhesion loss
 � Adhesion (Crosshatch): (ASTM D-3359)  No adhesion loss
 � Abrasion Coe!icient: (ASTM D-968) 100 liters/mil topcoat
 � Direct Impact Flexibility: (ASTM D-2794, Gardner Impact 
Tester, 1/10” Distortion) Excellent, no removal
 � Reverse Impact Flexibility: (NCCA Spec. 11,  
ASTM D-2794, Gardner Impact Tester, 5/8” ball Impact force 
in inch pounds equal to metal thickness) Excellent, no 
cracking or loss of  adhesion
 � Formability: (ASTM D-4145, 180° T-Bend on 1/8 Mandrel) No 
cracks or loss of adhesion
 � Erosion: (20 years, 45° South Florida)  Maximum 15% loss
 � Humidity Resistance: (ASTM D-2247) Passes 2000 hours on 
Galvalume® and 4000 hours on Aluminum 
 � Acid Resistance: (ASTM D-1308, Proc. 3.1.1, 10% Sulfuric Acid 
spot test, 24 hour exposure) Excellent, no e!ect
 � Salt Spray Resistance: (ASTM B-117) Passes 2000 hours on 
Galvalume® and 4000 hours on Aluminum
 � Alkali Resistance: (ASTM D-1308, Proc. 5.2, 10% Sodium 
Hydroxide, 24 hour exposure)  Excellent,  
no e!ect

 � Detergent Resistance: (ASTM D-2248, 72 hours  
immersion in 3% solution at 100°F) Excellent, no e!ect
 � Resistance to Acid Pollutants: (ASTM D 1308 Proc. 3.1.1, 24 
hour exposure 10% HNO3 vapors) Excellent, no e!ect
 �Weathering - Color Retention: (ASTM D-2244,  
20 years, 45° South Florida) Maximum 5 NBS units color 
change
 �Weathering - Chalk Resistance: (ASTM D-4214,  
20 years, 45° South Florida) Not worse than  
No. 8 rating

Notes:
1. ASTM - American Society for Testing Materials
2. NCCA - National Coil Coating Association
3. Galvalume® is 55% Aluminum-Zinc alloy coated sheet steel  

and is a registered trademark of BIEC International Inc.
4. Kynar 500® is a registered trademark belonging to Arkema, 

Inc.
5. Hylar 5000® is a registered trademark belonging to Solvay 

Solexis, Inc. 

CORPORATE & SALES HEADQUARTERS
2610 Harry Wurzbach Road
San Antonio, TX 78209
(210) 650-3050
Fax (210) 650-0379

Standard Colors
24 Gauge 22 Gauge* 0.032 Aluminum* 0.040 Aluminum*

SR EM SRI
48” 42” 48” 42” 48” 42” 48” 42”

Aged Bronze S S S N N N N N 0.31 0.85 31
Almond S S S N N N N N 0.65 0.86 77
Bristol Blue S S N N N N N N 0.33 0.85 33
Buckskin S S S N N N N N 0.43 0.83 46
Burgundy S S N N N N N N 0.32 0.84 32
Charcoal Grey S S S S N N N N 0.29 0.84 28
Cityscape S S S S N N N N 0.48 0.85 54
Colonial Red S S N N N N N N 0.35 0.83 35
Copper Brown S S N N N N N N 0.32 0.85 32
Dark Bronze S S S S N N N N 0.28 0.85 27
Deep Red S S N N N N N N 0.41 0.84 44
Evergreen S S N N N N N N 0.30 0.83 29
Forest Green S S S N N N N N 0.30 0.83 29
Hartford Green S S N N N N N N 0.27 0.83 25
Hemlock Green S S N N N N N N 0.31 0.84 31
Matte Black S S S S N N N N 0.26 0.83 24
Medium Bronze S S S S N N N N 0.31 0.85 31
Parchment S S S N N N N N 0.60 0.85 71
Patina Green S S N N N N N N 0.34 0.85 35
Royal Blue S S N N N N N N 0.27 0.85 26
Shasta White S S S N N N N N 0.61 0.85 73
Sierra Tan S S S N N N N N 0.39 0.85 42
Teal Green S S N N N N N N 0.26 0.84 25
Terra - Cotta S S N N N N N N 0.36 0.84 38
Zinc Grey S S S S N N N N 0.39 0.85 42

 Acrylic-Coated Galvalume® S S S S N/A N/A N/A N/A 0.67 0.20 59

Premium Colors*
Award Blue S S N N N N N N 0.17 0.83 11
Natural White S S N N N N N N 0.71 0.85 86
Metallic Colors*
Antique Copper-Cote S S N N N N N N 0.33 0.84 34
Champagne S S N N N N N N 0.40 0.85 43
Copper-Cote™ S S N N N N N N 0.51 0.85 59
Lead-Cote™ S S N N N N N N 0.36 0.86 38
Preweathered Galvalume® S S N N N N N N 0.40 0.85 43
Zinc-Cote™ S S N N N N N N 0.53 0.83 59
Print Pattern Finishes**
COR-TEN AZP® Raw S N N N N/A N/A N/A N/A 0.32 0.89 34
Walnut S N N N N/A N/A N/A N/A - - -
Honey Walnut S N N N N/A N/A N/A N/A - - -
Rosewood S N N N N/A N/A N/A N/A - - -
Boston Cherry S N N N N/A N/A N/A N/A - - -
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S - Stock Color       N - Non-Stocking Color       N/A - Not Available

MANUFACTURING FACILITY
2201 Rudelo! Road
Seguin, TX 78155
(830) 401-5200
Fax (210) 650-0379

S Stock Color; Not subject to a minimum order 
N Non-Stock Color;  Subject to inventory on hand; 4,500 sf minimum order 
 for 22 Gauge and 0.032 & 0.040 Aluminum
N/A Not Available
* Consult BMC on product availability.  Premium and Metallic finishes are 
 subject to a nominal surcharge, contact BMC for additional information.
** Consult Berridge on pricing and availability for Print Pattern 
 Finishes.
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*** Berridge California and Florida 
Sales Corporations are separate 
entities from Berridge Manufacturing 
Company.


